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Byte av bromsforstirkare till nytt utférande Amazon

Installation of new ; style brake power booster Amazon -

Erforderligt material:
Detalj nr. Antal
~ Mutter 0568479 3
Bricka 541907-8 3
Nippel 190279-0 2
Bromsrar 187717241 |
Mippel S457H-4 2
Bromsnbr 1277140-8 1
Clips 247TEES-4 2
Nippel 9470436 1
Vaksumslang 1272328-4 1000 mm
Slangklamma 1272121-3 2
Klarmma 952630-2 1
Plat tfjocklek 2 mm

Parts required:
Part number Qty

Nut 9h5847-8 3
Washer S41907-8 3
Mipple 190279-0 ?
Brake line 12771721 1
Mipple by 9457524 2
Brake line 1277140-8 1
Clip B4 76R5-4 2
Mipple 2470436 1
Vacuum hose 127eazh-4 1000 mm
Hose clamp 1272121.3 : 2
Clamp 852630-2 . 1

2 mm sheet metal sechon

Ta bort bromstdrstarkaren komplett med fastkonsolen
samt bromsréren. Lossa vid huvudeylinder och 5-vags-
ftirgrening sami vakuumslangen. Lossa vid inloppsrar.

Ta hért fastkonsolen fran bromsforstarkaren.
Twitta ren den {(vid behov).

Todifiera téstkonsalen,

Tillverka 2 st konsoler enligt ntning. Svetsa last dem till
oromsiorstérkarens lastkonsol. Prima konsolen med pri-
mer. det.nr 277918,

Remove power booster assembly, retaining brackel and
brake lines. Disconnect lines at master cylinder and 5
way proportioning unit. Disconnect vacumm hose atinlet
manifold.

Separate power booster and retaining bracket.
Wash components (as required)
Reworking retainer bracket.

Refer to drawing and fabricate 2 brackets. Weld brackets
10 power booster retainer bracket. F{aim with primer part
number 277918
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Satt dit den "nya” konsolen 1l pjulnuse! ocn 213 fas!

Fi reworked brackel on whes! nousig S0l suiuie

San dit den nya bromsfarstarkasen tillkonsolen. Dra fast.
(Dra e fast fastmuttern som ar narmast motorn.|

Fit new power booster 1o bracket and secure. (Do not
torque nut closest to enging.

San dit nya mipplar till bromsforstarkaren (for bromsnd-
ren).

Fit new nipples to power booster (for brake lines).

Tag réret som ska ga meilan huvudeylinder—bromsiar-
starkaren

Kapa réret bakom en av “kragarna”. Ta bort befintlig
nippe!, sait dit 2 nya dverfallsmuttrar. OBS! Vand dem
ratt,

"Kraga" omradet dar det var kapat.

Cut line running between masler cylinder and power
booster behind one of the collars and remove existing
ripple.
Install 2 new nuts. Note: check that nuts are correctly
turned.

Recollar brake line at cut fo make good.




San dit oromesrbren till bromsférstarkaren. Anslut till bu-
vudeyiinder och S-vagsidrgrening.
Sail do clipsen om bromsroren. .

Svoorake hne or powe! DOGSter and Connecl WG master
sotraer and Geway Groportioning uni
=ehl SHps O brake wne

-

Byt ut vakuumslangens nippel pa inloppsroret mot den
nya.
o

Replace vacuum hose nipple on inlet manifold with new
nipple. i

' J

Ansiut vakuumslangen mellan bromsforstarkare—in-
loppsror, Dra fast med siangklammer,

Klamma wvakuumslangen fill bromsfdrstarkarens fast-
mutter. Anvénd en (1) gummiklddd kiamma,

Connect vaccum hose between power booster and inlel
manifold. Tighten hose clamp. :

Useone (1) rubber-clad clamp to secure vacuum hose to
power booster mounting nut,

Lufia systemet.

Bleed system.

Starta motorn och kontrollera funktionen.

o

Start engine and check brake operation.
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